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Michigan Pneumatic Tool, inc.
MP-TPB60-118 1-1/8" Hex x 6" 60 lb Pavement Breaker
MP-TPB60-114 1-1/4" Hex x 6" 60 lb Pavement Breaker
MP-TPB60-SD 60 lb Spike Driver

6617
Throttle Valve Lever

6618
Throttle

Lever Pin (2)

6625
Back Head 
Bolt Nut (4)

6624
Back Head 
Bolt Lock 

Washer (4)

6619
Oil Reservoir 

Plug

6613
Rubber Grip (2)

6611
Back Head Bare  

(inc. 6615)

6620
Oil Control Plug

6645
Oil Control 

Felt

Back Head Complete
6611C

6643
Spike Driver 

Dolly
6622

Spike Driver 
Front Head

6623
Back Head Bolt (4)

6601
Cylinder

6050
Air Inlet Swivel O-Ring

6035
Air Inlet Swivel

6037
Air Inlet 

Nut O-Ring

6036
Air Inlet 

Swivel Nut

6038
Air Inlet Screen

6610  
Back Head 

Plunger Spring

6609 Back Head Plunger

6607 Valve Guide

6605 Valve Chest

6604 Valve

6606 Valve Seat

6608 Valve Chest Pin

6602 Cylinder Plug (3)

6628
Steel Retainer

Latch Kit 
1175R

6632
Poly Retainer Bolt 
Bush. (Steel) (2)

CG-04416 
Steel Retainer 

Bolt Nut

6631
Lock Washer

6629
Steel 

Retainer 
Bolt

6634
Steel Retainer 
Plunger Spring

6633
Steel Retainer 

Plunger

6632
Poly Retainer Bolt 
Bush. (Steel) (2)

*Spike Driver 
Model Only

6615 Throttle Valve Bushing

6612 Back Head Seal O-Ring

6614A Throttle Valve 
Stem O-Ring

6614 
Throttle Valve

6614B Throttle Valve O-Ring

6616 Throttle Valve Spring

*Optional 
6467

Muffler

6039
Front Head 

Bolt (2)

NOTE: Kit includes 1pc/ea
Tool requires 2pcs/ea

*Side Rod Kit
1177R

6642
Front Head 

Bolt Spring (2)

6641
Front Head  
Bolt Lock 

Washer (2)
6640

Front Head Bolt 
Nut (2)

6627
Tappet

6626
Tappet Seat

6603
Piston

6621
Front Head Bare

6644C
Front Head Bushing, 1-1/8" Hex

6644D
Front Head Bushing, 1-1/4" Hex

Front Head Complete  
w/Retainer Assembly

6649C for 1-1/8"
6649D for 1-1/4"

UF-75-M
CP Fitting

07292020Rev8CEH | RS | MF

6646C
Front Head with  
1-1/8" Bushing 

6646D
Front Head with  
1-1/4" Bushing 


